
IP 201 Gateway

Compact RF Concentrator with 
TCP/IP module

10 Mbit ethernet connection
 (DHCP or static IP addresses)

Handles reading jobs and data up  
 to 680 energy meters/RF Routers/ 
 RF Concentrators

Is combinable with other network  
 components.

•

•

•

Application

Kamstrup A/S
Industrivej 28, Stilling
DK-8660 Skanderborg
TEL: +45 89 93 10 00
FAX: +45 89 93 10 01
info@kamstrup.com
www.kamstrup.com

Reads all the households energy meters wireless, and 
transfers the data via the internet.

A unique RF Concentrator with TCP/IP ethernet con-
nectivity
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IP

Integrated as module in the RF Concentrator.

Status LED’s for ethernet (link and activity), service  
 identification (wink) and error indication (err).

Serial connection for other units via RS232.

Push button for service mode.

Remote upgrade of firmware.

•

•

•

•

•

RF Concentrator

No configuration.

Status LEDs.

Optional connection of external antenna.

Optional update of software via radio network.

•

•

•

•
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RF concentrator with TCP/IP module:

6699 YYYYY (License frequencies)

6699 ZZZZZ (License free frequencies)

Technical data

Ordering

IP

Protocol  TCP/IP, UDP

Ethernet  10Mbit

Communication

IP

Power consumption  < 1.5 W

RF Concentrator

Power consumption  < 0.5 W (idle)

Standard version for licence free frequency band.

Alternatively for licence requiring frequencies.

Electrical data

Ambient temperature  -40 - +60°C

Mounting  Indoors.
External antenna can be 
mounted outdoors.

Protection class  IP54

Mechanical data

R&TTE directive EN 300 220 - class 2
EN 301 489

CE-marking

Marking/Approvals




